
 
Assembly guide. 

Bighit, Enduro, & Compy. 
 

 

 
Remove bicycle from box and remove packaging. 

 



 
 
 

Remove plastic plug from headset fixing, and unscrew cap head screw. 
 

 
 
 



 
 Remove screw and plastic retaining cap.  

 

 
 

 
 



 
Fit handlebar stem, taking care not to tangle cables, and refit screw and cap. Do not 

overtighten at this stage as alignment will be necessary later. 
 

 
 

Remove mudguard assembly from packaging. 
 

 
Assemble back half of mudguard to bracket. 



 

 
 

Fit bracket to front forks. 
 

 
 

Fit front mudguard to bracket. 
 



 
 

Remove nut and one spring from the quick release wheel fixing. 
 

 
 

Insert into wheel and refit spring and nut. 
 
 
 



 

 
Check the brake caliper assembly is bolted tightly to the forks.  

Fit wheel onto forks, taking care to ensure brake disc slots into brake caliper 
assembly. 

 



 
 

 
 

Tighten quick release fixing and return bike to upright position on its stand. 
Fit pedals and tighten. Caution the pedals are marked left and right, and the left hand 

pedal has a left hand thread. Tighten by turning anti clockwise. 
 



 
 

Ensure alignment of handlebars with front wheel and tighten. 
 
 


